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Title: Tire Pressure Monitoring Learn Procedure for 2010-11 9-5 9-4 
Date: 10/8/2019 
Vehicles: 2010-2011 Saab 9-5 and 2011 9-4X. 
To: All Saab Service Departments 
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Condition/Concern 
A technician may not be able to learn a tire sensor properly after tire rotations, valve or sensor 
replacement. Each TPMS sensor has a unique identification code. Any time you rotate your 
vehicle's tires or replace one or more of the TPMS sensors, the identification codes will need to 
be matched to the new tire/wheel position. 
 

Recommendation/Instructions 
You have two minutes to match the first tire/wheel position, and five 
minutes overall to match all four tire/ wheel positions. If it takes longer than 
two minutes, to match the first tire and wheel, or more than five minutes 
to match all four tire and wheel positions the matching process stops 
and you need to start over. 

 
The manual TPMS sensor matching process is outlined below: 
1. Set the parking brake. 
2. Turn the ignition on. 
3. Press the MENU button to select the Vehicle Information Menu. 
4. Turn the adjuster wheel to select the tire pressure monitoring system. 
5. Press the SET/CLR button to begin the sensor matching process. 
A message asking if you are sure you want to begin this process should appear. 
6. Press the SET/CLR button again to confirm the selection. The horn sounds   twice to signal 
the receiver is in relearn mode and Tire Learning Active appears in the Driver Information 
Center. 
7. Start with the driver side front tire. 
8. Remove the valve cap from the valve cap stem. Activate the TPMS sensor by increasing or 
decreasing the tire's air pressure for five seconds, or until a horn chirp sounds. The horn chirp, 
which may take up to 30 seconds to sound, confirms that the sensor identification code has 
been matched to this tire and wheel position. 
9. Proceed to the passenger side front tire and repeat the procedure in step 8. 
10. Proceed to the passenger side rear tire and repeat the procedure in step 8. 
11. Proceed to the driver side rear tire and repeat the procedure in step 8. The horn sounds two 
times to indicate the sensor identification code has been matched to the driver side rear tire 
and the TPMS sensor matching process is no longer active. Tire Learning Active in the Driver 
Information Center goes out. 
12. Turn the ignition off. 
13. Set all four tires to the recommended air pressure level as indicated on the tire and 
loading Information label.  
14. Put the valve caps back on the valve stems. 
 
For increased accuracy we recommend checking and filling the tires when the vehicle is cold 
(has been sitting for several hours) 
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Temperature compensation 
Cold tires decrease the tire pressure, warm tires increase the tire pressure. The tire pressure 
monitoring system considers this effect for the warning messages. The tire pressure value 
displayed in the Driver Information Center shows the actual tire pressure. Therefore it 
is important to check and set tire pressure with cold tires. 

 
 

For More Information Contact 
tac.us@orio.com  
1-855-722-2762  X3 
 
 
 
 
 
 
 
 
 
 
SAAB bulletins are intended for use by professional technicians, not a "do-it-yourselfer". They are written to inform technicians of conditions that may occur on 
some vehicles or to provide information that could assist in the proper service of a vehicle. Properly trained technicians have the equipment, tools, safety 
instructions and know-how to do a job properly and safely. If a condition is described, do not assume that the document applies to your vehicle or that your 
vehicle will have that condition. Contact your SAAB Official Service Center for information on whether your vehicle may benefit from the information. 

 

mailto:tac.us@orio.com

